
564

30 CFR Ch. I (7–1–00 Edition)§ 75.1719–2

while self-propelled mining equipment
is being operated in the working place.

(g) Surface brightness of floor, roof,
coal and machine surfaces in the nor-
mal visual field of a miner shall not
vary more than 50 percent between ad-
jacent fields of similar surface reflec-
tance, and the maximum surface
brightness of such surface shall not ex-
ceed 120 footlamberts when measured
in accordance with § 75.1719–3.

[41 FR 43534, Oct. 1, 1976, as amended at 42 FR
18859, Apr. 11, 1977; 43 FR 43458, Sept. 26, 1978;
47 FR 28096, June 29, 1982]

§ 75.1719–2 Lighting fixtures; require-
ments.

(a) Lighting fixtures shall be permis-
sible.

(b) Lighting fixtures may be installed
on self-propelled machines or may be
stationary lighting fixtures.

(c)(1) Electrically operated lighting
fixtures shall be energized by direct
current, or by sinusoidal full wave al-
ternating current not less than 50 cy-
cles per second (100 pulses per second),
or by an equivalent power source that
causes no greater flicker.

(2) Alternating current circuits sup-
plying power to stationary lighting fix-
tures shall contain conductors ener-
gized at voltages not greater than 70
volts to ground. Alternating current
circuits, energized at 100 volts or more
and used to supply power to staionary
lighting fixtures, shall originate at a
transformer having a center or neutral
tap grounded to earth through a proper
resistor, which shall be designed to
limit fault current to not more than 5
amperes. A grounding circuit in ac-
cordance with § 75.701–4 shall orignate
at the grounded terminal of the
grounding resistor and extend along
with the power conductors and serve as
a grounding conductor for the frames
of all equipment receiving power from
the circuit. The ground fault current
rating of grounding resistors shall
meet the ‘‘extended time rating’’ set
forth in the Institute of Electrical and
Electronics Engineers, Inc. Standard
No. 32 (IEEE Std. 32–1972) which is
hereby incorporated by reference and
made a part hereof. The incorporated
publication is available for examina-
tion at each Coal Mine Health and
Safety District and Subdistrict Office

of MSHA, and may be obtained from
the Institute of Electrical and Elec-
tronics Engineers, Inc., 345 East 47th
Street, New York, N.Y. 10017.

(3) Machine-mounted lighting fix-
tures shall be electrically grounded to
the machine by a separate grounding
conductor in compliance with § 75.701–4.

(d) Direct current circuits in excess
of a nominal voltage of 300 volts shall
not be used to supply power to sta-
tionary light fixtures.

(e) Cables conducting power to sta-
tionary lighting fixtures from both al-
ternating and direct current power
sources, other than intrinsically safe
devices, shall be considered trailing ca-
bles, and shall meet rhe requirements
of Subpart G of this part. In addition,
such cables shall be protected against
overloads and short circuits by a suit-
able circuit breaker or other device ap-
proved by the Secretary. Circuit break-
ers or other device approved by the
Secretary protecting trailing cables re-
ceiving power from resistance grounded
circuits shall be equipped with a
ground trip arrangement which shall
be designed to deenergize the circuit at
not more than 50% of the available
fault current.

(f) Before shunts are removed from
blasting caps, lighting fixtures and as-
sociated cables located in the same
working place shall be deenergized.
Furthermore, lighting fixtures shall be
removed out of the line of blast and not
less than 50 feet from the blasting oper-
ation unless otherwise protected
against flying debris.

(g) Lighting fixtures shall be de-
signed and installed to minimize dis-
comfort glare.

[41 FR 43534, Oct. 1, 1976]

§ 75.1719–3 Methods of measurement;
light measuring instruments.

(a) Compliance with § 75.1719–1(d)
shall be determined by MSHA by meas-
uring luminous intensity (surface
brightness).

(b) In measuring luminous intensity
the following procedures shall be used:

(1) In areas of working places speci-
fied in §§ 75.1719.1(e)(1) through 75.1719–
1(e)(3) luminous intensity measure-
ments of the face, ribs, roof, floor, and
exposed surfaces of mining equipment,
shall be made with the machine idle
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